
Redefining the Standard of Balloon Angioplasty

Robust
Material
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Balloon
Memory

Ultimate
Crossability

Cross with Confidence 
Every Time

CORONARY BALLOON

1.0mm-1.5mm
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* Nominal Pressure. The nominal in-vitro device specifications do not take into account any lesion resistance.          **  Rated Burst Pressure. Do not exceed RBP.

Ordering Information
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Tip Entry Comparison*

Lacrosse LAXA
1.3mm

0.0166”

Mini TREK
1.2mm

0.0186”

Tazuna
1.25mm

0.0166”

Emerge
1.2mm

0.0170”

Across CTO
1.1mm

0.0172”

NIC Nano
0.85mm

0.0175”

Sapphire II PRO
1.0mm

0.0164”

Crossing Profile Comparison*

Sapphire II PRO
1.0mm

0.0216”

NIC Nano
0.85mm

0.0241”

Across CTO
1.1mm

0.0245”

Emerge
1.2mm

0.0255”

Tazuna
1.25mm

0.0256”

Mini TREK
1.2mm

0.0267”

Lacrosse LAXA
1.3mm

0.0277”

*Data on file, scale depictions

Catheter Working Length (140 cm)

Distal Shaft: 2.36F for 1.0 - 1.5 mm

 Exit Markers

Proximal Shaft with PTFE Coating: 1.9F for 1.0 - 1.5mm

Transition ZoneRx Port

HubRadiopaque Marker


